


	










	
    











AM6TW-VZ fiches techniques PDF

AIMTEC - DC-DC Converter


	Numéro de référence	AM6TW-VZ	
	
	
	

	Description	DC-DC Converter
	Fabricant	 AIMTEC　
	Logo	　
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FEATURES:

 Wide Input Range (4:1)

 24 Pin DIP Package

 Metal package

 High efficiency up to 79%

Click on Series name for product info on aimtec.com

Series AM6TW-VZ

6 Watt | DC-DC Converter

 Operating temperature -40oC to + 85oC

 Input / Output isolation 1500 or 3500VDC

 Pin compatible with multiple manufacturers

 Continuous short circuit protection

Models

Single output

Model

AM6TW-2412S-VZ

AM6TW-2415S-VZ

AM6TW-4812S-VZ

AM6TW-4815S-VZ

AM6TW-2412SH35-VZ

AM6TW-2415SH35-VZ

AM6TW-4812SH35-VZ

AM6TW-4815SH35-VZ

Input Voltage

(V)

9-36

9-36

18-72

18-72

9-36

9-36

18-72

18-72

Output Voltage

(V)

12

15

12

15

12

15

12

15

Output Current

max (mA)

500

400

500

400

500

400

500

400

Capacitive load,

max (μF)

470

470

470

470

470

470

470

470

Models

Dual output

Model

AM6TW-2412D-VZ

AM6TW-2415D-VZ

AM6TW-4812D-VZ

AM6TW-4815D-VZ

AM6TW-2412DH35-VZ

AM6TW-2415DH35-VZ

AM6TW-4812DH35-VZ

AM6TW-4815DH35-VZ

Input Voltage

(V)

9-36

9-36

18-72

18-72

9-36

9-36

18-72

18-72

Output Voltage

(V)

±12

±15

±12

±15

±12

±15

±12

±15

Output Current

max (mA)

±250

±200

±250

±200

±250

±200

±250

±200

Capacitive load,

max (μF)

±220

±220

±220

±220

±220

±220

±220

±220

Input Specifications

Parameters

Voltage Range

Filter

Start up time

Peak Input Voltage time

Absolute Max Rating

Nominal

24

48

24 Vin

48 Vin

Typical

9-36

18-72

20

15

-0.7-40

-0.7-80

Maximum

 (Pi) Network

Isolation Specifications

Parameters

Tested I/O voltage

Resistance

Capacitance

Conditions

3 sec

Typical

> 1000

60

Rated

1500 (3500 H35

Model)

Efficiency

(%)

75

77

77

77

75

77

77

77

Efficiency

(%)

79

79

75

77

79

79

75

77

Units

VDC

Ms

Ms

VDC

Units

VDC

MOhm

pF
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	AM6TW-VZ	DC-DC Converter	
AIMTEC





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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