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LGE - Surface Mount Rectifiers


	Numéro de référence	RS5J	
	
	
	

	Description	Surface Mount Rectifiers
	Fabricant	 LGE　
	Logo	　
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RS5A-RS5M

Surface Mount Rectifiers

REVERSE VOLTAGE: 50 --- 1000 V

CURRENT: 5.0 A

Features

Plastic package has underwriters laborator

flammability classification 94V-0

For surface mounted applications

Low profile package

Built-in strain relief,ideal for automated placement

Glass passivated chip junction

High temperature soldering:

111 250oC/10 seconds at terminals

Mechanical Data

Case:JEDEC DO-214AB,molded plastic over

1111 passivated chip

Polarity: color band denotes cathode end

Weight: 0.007 ounces, 0.21 gram

111

DO - 214AB(SMC)

7.5± 0.25

8.3± 0.2

1.5± 0.25

0.25± 0.06

Dimensions in millimeters

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25oC ambient temperature unless otherwise specified

RS5A RS5B RS5D RS5G RS5J RS5K RS5M UNITS

Maximum recurrent peak reverse voltage

Maximum RMS voltage

Maximum DC blocking voltage

Maximum average forword rectified current at

c TL=90OC

Peak forward surge current 8.3ms

c single half-sine-wave superimposed on rated

c load

Maximum instantaneous forward voltage at 5.0A

Maximum DC reverse current @TA=25oC

at rated DC blockjing voltage @TA=125oC

Maximum reverse recovery time (NOTE 1)

Typical junction capacitance (NOTE 2)

Typical thermal resitance (NOTE 3)
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Operating junction and storage temperature range TJTSTG

-55--------+150

NOTE: 1.Reverse recoverytime test conditions:IF=0.5A,IR=1.0A,Irr=0.25A

2. Measured at 1.0MHzand applied reverse voltage of 4.0 Volts

3. Thermal resistance from junction to ambient and junction to lead P.C.B.mounted on 0.2''X0.2''(5.0X5.0mm2)copper pad areas
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	RS501	SINGLE-PHASE SILICON BRIDGE	
GOOD-ARK Electronics
	RS501	TECHNICAL SPECIFICATIONS OF SINGLE-PHASE SILICON BRIDGE RECTIFIER	
Dc Components
	RS501	Diode ( Rectifier )	
American Microsemiconductor
	RS502	SINGLE-PHASE SILICON BRIDGE	
GOOD-ARK Electronics





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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