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Galaxy Microelectronics - Super Fast Rectifier


	Numéro de référence	USF2020BC	
	
	
	

	Description	Super Fast Rectifier
	Fabricant	 Galaxy Microelectronics　
	Logo	　
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Super Fast Rectifier

Production specification

USF2020BC-USF2060BC

FEATURES

 Low cost.

 Low Leakage.

 Low forward voltage drop.

Pb

Lead-free

 High current capability.

 Easily cleaned with alcohol,Isopropanol

and similar solvents.

 The Plastic Material Carries U/L Recognition 94V-0.

TO-263

MAXIMUM RATING operating temperature range applies unless otherwise specified

Symbol Parameter

USF

2020

BC

USF

2030

BC

USF

2040

BC

USF

2050

BC

VRRM

Repetitive Peak Reverse Voltage

200 300 400 500

USF

2060

BC

Unit

600 V

VRMS

RMS Voltage

140 210 270 350 420 V

VDC

IF(AV)

IFSM

Tj Tstg

DC Blocking Voltage

Average Forward Rectified Current

@TA=100℃

Peak Forward SurgeCurrent 8.3ms Single

Half Sine-wave Superimosed on Rated

Load

Operating Junction and

StorageTemperature Range

200

300 400 500

20

150

-55 to +150

600 V

A

A

℃

ELECTRICAL CHARACTERISTICS@ Ta=25℃ unless otherwise specified

Parameter

Symbol Test conditions

USF2020BC

USF2030BC- USF2050BC-

USF2040BC USF2060BC

Reverse Current IR

VR=VRRM,TA=25℃

VR=VRRM,TA=100℃

5.0

250

MAX

10

500

Forward Voltage VF

IF=10A

0.98 1.3

1.7

Reverse recover

time

trr

IF=0.5A,IR=1A,

Irr=0.25A

25

UNIT

μA

V

ns

O007

Rev.A
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	USF2020BC	Super Fast Rectifier	
Galaxy Microelectronics





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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