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RFE - SURFACE MOUNT ZENER DIODE


	Numéro de référence	MMSZ5234B	
	
	
	

	Description	SURFACE MOUNT ZENER DIODE
	Fabricant	 RFE　
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SURFACE MOUNT ZENER DIODE

RoHS

MMSZ5221B ~ MMSZ5272B

SOD-123

FEATURES

• 500mW rating on FR-4 or FR-5 board

• Wide Zener reverse voltage range - 2.4V to 110V

• Package designed for optimal automated board assembly

• Small package size for high density applications

• General purpose, medium current

• ESD Rating of Class 3 (<16 kV) per human body model

• SZ prefix for automotive and other applications requiring unique

site and control change requirements; AEC-Q101 qualified

and PPAP capable

• These are Pb-Free devices

MECHANICAL

• Case: Void-free, transfer-molded, thermosetting plastic case

• Finish: Corrosion resistant finsih, easily solderable

• Maximum Case Temp: 260°C for 10 seconds

• Polarity: Cathode indicated by polarity band

• Flammability rating: UL 94 V-0

MAXIMUM RATINGS

Rating at 25°C ambient temperature unless otherwise specified.
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Dimensions in inches and (millimeters)

Parameter

Total Power Dissipation (Note 1)

@ TL = 75°C

Derated above 75°C

Typical Thermal Resistance Junction to

Ambient (Note 2)

Typical Thermal Resistance Junction to

Lead (Note 2)

Operating Temperature Range

Symbol MMSZ52BT1G

Unit

PD

R0JA

500

6.7

mW

mW / °C

340 °C/W

R0JL

150 °C/W

TJ -55 to +150 °C

Storage Temperature Range

TSTG

-55 to +150

°C

NOTE: 1. FR-5 = 3.5 x 1.5 inches, using the minimum recommended footprint.

2. Thermal resistance measurement obtained via infrared scan method.

ELECTRICAL CHARACTERISTICS - Zener Voltage Regulator

Symbol

Parameter

VZ Reverse Zener Voltage @ IZT

IZT Reverse Current

ZZT Maximum Zener Impedance @ IZT

IZK Reverse Current

ZZK Maximum Zener Impedance @ IZK

IR Reverse Leakage Current @ VR

VR Reverse Voltage

IF Forward Current

VF Forward Voltage @ IF

I

IF

VZ VR

IIZRT VF

Zener Voltage Regulator

V
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	MMSZ5234	Zener Diode ( Rectifier )	
General
	MMSZ5234	(MMSZ5225 - MMSZ5267) Small Signal Zener Diodes	
Vishay Intertechnology
	MMSZ5234	Zener Diodes	
MCC
	MMSZ5234-V	Small Signal Zener Diodes	
Vishay





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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