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PCA ELECTRONICS - Multilayer High Current Chip Beads


	Numéro de référence	EPICPxxxxxxx	
	
	
	

	Description	Multilayer High Current Chip Beads
	Fabricant	 PCA ELECTRONICS　
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ELECTRONICS INC.

Product Identification

EPICP

Tolerance

Inductance

Dimensions

Product Code

: Inductance Tolerance (J = 5%, K = 10%, M = 20%)

Shape and Dimension

B

DD

C

Terminal Electrode

A

Multilayer High Current Chip Beads

EPICP Type

www.DataSheet4U.com

Applications :

High Current Chip Beads due to its Low DC Resistance.

Used in Power Supply, Signal and IC Power Lines

Specifications :

Rated Current : At Maximum Temperature Rise of +40°C

Operating/Storage Temperature : -55°C to +125°C

Terminal : Ag/Ni/Sn

Material : Ferrite

Type

EPICP160808

EPICP201209

EPICP321611

EPICP321616

EPICP322513

EPICP451616

EPICP453215

Package Dimensions

A

Inches

(mm)

.062 ± .008

(1.60 ± .200)

.079 ± .008

(2.00 ± .200)

.125 ± .008

(3.20 ± .200)

.125 ± .008

(3.20 ± .200)

.125 ± .008

(3.20 ± .200)

.177 ± .008

(4.50 ± .200)

.177 ± .008

(4.50 ± .200)

B

Inches

(mm)

.031 ± .006

(.800 ± .200)

.047 ± .008

(1.20 ± .200)

.062 ± .008

(1.60 ± .200)

.062 ± .008

(1.60 ± .200)

.098 ± .008

(2.50 ± .200)

.062 ± .008

(1.60 ± .200)

.125 ± .008

(3.20 ± .200)

C

Inches

(mm)

.031 ± .006

(.800 ± .200)

.035 ± .008

(.900 ± .200)

.043 ± .008

(1.10 ± .200)

.062 ± .008

(1.60 ± .200)

.051 ± .008

(1.30 ± .200)

.062 ± .008

(1.60 ± .200)

.059 ± .008

(1.50 ± .200

D

Inches

(mm)

.011 ± .008

(.300 ± .200)

.020 ± .011

(.500 ± .300)

.020 ± .011

(.500 ± .300)

.020 ± .011

(.500 ± .300)

.020 ± .011

(.500 ± .300)

.020 ± .011

(.500 ± .300)

.020 ± .011

(.500 ± .300)

.061 Ø ± .002

(1.55 Ø ± .050)

.157 ± .004

(4.00 ± .100)

W

+ .012/-.004

(+ .30/-.10)

.079

± .002

(2.00

± .050)

.069

± .004

(1.75

± .100)

B ± .004

(± .100)

.009

± .004

(.230)

(± .100)

P

± .004

(± .100)

A

± .004

(± .100)

T

± .004

(± .100)

Tape Dimensions & Packaging Quantities

(Carrier Tape Material : Pollystrene)

Type

EPICP160808

EPICP201209

EPICP321611

EPICP321616

EPICP322513

EPICP451616

EPICP453215

A

Inches

(mm)

.042

(1.08)

.056

(1.42)

.074

(1.88)

.074

(1.88)

.106

(2.69)

.076

(1.93)

.144

(3.66)

B

Inches

(mm)

.074

(1.88)

.088

(2.24)

.138

(3.50)

.142

(3.61)

.137

(3.48)

1.95

(4.95)

1.95

(4.95)

W

Inches

(mm)

.315

(8.00)

.315

(8.00)

.315

(8.00)

.315

(8.00)

.315

(8.00)

.472

(12.00)

.472

(12.00)

P

Inches

(mm)

.079

(2.00)

.157

(4.00)

.157

(4.00)

.157

(4.00)

.157

(4.00)

.157

(4.00)

.315

(8.00)

T

Inches

(mm)

.041

(1.05)

.040

(1.04)

.050

(1.27)

.070

(1.78)

.056

(1.43)

.075

(1.93)

.072

(1.83)

Chip/Reel

Quantity

4000

4000

3000

2000

2000

2000

1000

B

A

T

ØC

N

G ± .059 (1.50)

Reel Dimensions

(Material : Paper, Plastic)

Type

A

Inches

(mm)

B

Inches

(mm)

C

Inches

(mm)

GN T

Inches Inches Inches

(mm) (mm) (mm)

8 mm 7.00 ± .079 0.827 ± .031 0.512 ± .031 0.394 2.95 0.492

(178.00 ± 2.00) (21.00 ± .800) (13.00 ± .800) (10.00) (75.00) (12.50)

12 mm 7.00 ± .079 0.827 ± .031 0.512 ± .031 0.551 2.95 0.650

(178.00 ± 2.00) (21.00 ± .800) (13.00 ± .800) (14.00) (75.00) (16.50)

PCA ELECTRONICS, INC.

16799 SCHOENBORN ST.

NORTH HILLS, CA 91343

Product performance is limited to specified parameters. Data is subject to change without prior notice.
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TEL: (818) 892-0761

FAX: (818) 894-5791

http://www.pca.com
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	EPICPxxxxxxx	Multilayer High Current Chip Beads	
PCA ELECTRONICS





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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