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MUR805G, MUR810G,

MUR815G, MUR820G,

MUR840G, MUR860G,

MURF860G, SUR8820G,

SUR8840G

SWITCHMODE

Power Rectifiers

This series are state−of−the−art devices designed for use in

switching power supplies, inverters and as free wheeling diodes.

Features

• Ultrafast 25 and 50 Nanosecond Recovery Time

• 175°C Operating Junction Temperature

• Epoxy Meets UL 94 V−0 @ 0.125 in

• Low Forward Voltage

• Low Leakage Current

• Reverse Voltage to 600 V

• ESD Ratings:

♦ Machine Model = C (> 400 V)

♦ Human Body Model = 3B (> 16,000 V)

• SUR8 Prefix for Automotive and Other Applications Requiring

Unique Site and Control Change Requirements; AEC−Q101

Qualified and PPAP Capable

• All Packages are Pb−Free*

Mechanical Characteristics:

• Case: Epoxy, Molded

• Weight: 1.9 Grams (Approximately)

• Finish: All External Surfaces Corrosion Resistant and Terminal

Leads are Readily Solderable

• Lead Temperature for Soldering Purposes: 260°C Max for 10 Seconds

http://onsemi.com

ULTRAFAST RECTIFIERS

8.0 AMPERES, 50−600 VOLTS
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TO−220AC

CASE 221B

PLASTIC

TO−220 FULLPAK

CASE 221E

STYLE 1
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*For additional information on our Pb−Free strategy and soldering details, please

download the ON Semiconductor Soldering and Mounting Techniques

Reference Manual, SOLDERRM/D.
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= Assembly Location

= Year

= Work Week

= Device Code

xx = 05, 10, 15, 20, 40, or 60

= Pb−Free Package

= Diode Polarity

ORDERING INFORMATION

See detailed ordering and shipping information in the package

dimensions section on page 7 of this data sheet.

Publication Order Number:

MUR820/D

Free Datasheet http://www.datasheet4u.com/
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	MUR810	ULTRA FAST RECTIFIERS	
LuJing
	MUR810	Glass passivated super fast rectifier	
First Silicon
	MUR810	8 AMP ULTRA FAST RECTIFIER	
Digitron Semiconductors
	MUR810	(MUR805 - MUR860) SWITCHMODE Power Rectifiers	
ON Semiconductor





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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