


	










	
    











GBD201209PGB121N fiches techniques PDF

GOTREND - Multilayer Ferrite Chip Bead


	Numéro de référence	GBD201209PGB121N	
	
	
	

	Description	Multilayer Ferrite Chip Bead
	Fabricant	 GOTREND　
	Logo	　
	
 


		





1 Page


		

	 	No Preview Available !








Product Series Code

File Version

Established Date

Latest Edit Date

GBD

GBD-V3R2

2009.07.24

2010.09.28

Brand

Editor

Description

Pages

GOTREND

Teddy

Multilayer Ferrite Chip Bead

Page : 2

Features & Application:

* EMI Suppressor for Wide Band / Narrow Band / High Current

* Fit for power line & signal line circuit

* To help you go pass the CE/FCC standard.

* Mobile Device / Handheld Device / LowProfile Device / Panel...

Part No Example:

GBD 201209 P GA 601 N

------ --------- --- ------- ------- ---

1 2 34 56

1. GBD : GOTREND Series

2. 201209 : Length 2.0mm X Width 1.2mm x Height 0.9mm

3. P : Pb < 1000ppm

4. GA : Normal Curve ( General purpose use )

GB : Sharp Curve ( Narrow band )

GH : High-Current

GZ : GHz Band Bead GA, GB, GH

5. 601 : Impedance (ohm) = 600 ohm

6. N : Tolerance M=20%, N=25%
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W TC

100505 1.0 ± 0.15 0.50 ± 0.15 0.50 ± 0.15 0.25 ± 0.15

160808 1.6 ± 0.15 0.80 ± 0.15 0.80 ± 0.15 0.40 ± 0.2

201209 2.0 ± 0.20 1.25 ± 0.20 0.90 ± 0.20 0.50 ± 0.3

201212 2.0 ± 0.20 1.25 ± 0.20 1.25 ± 0.20 0.50 ± 0.3

321611 3.2 ± 0.20 1.60 ± 0.20 1.10 ± 0.20 0.50 ± 0.3

322513 3.2 ± 0.20 2.50 ± 0.20 1.30 ± 0.20 0.50 ± 0.3

451616 4.5 ± 0.25 1.60 ± 0.20 1.60 ± 0.20 0.50 ± 0.3

453215 4.5 ± 0.25 3.20 ± 0.20 1.50 ± 0.20 0.50 ± 0.3
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Test Equipment :

* HP4284A,HP42841A- L,IDC,Q.RDC

* HP8753D NETWORK ANALYZER- SRF

Standard Atmospheric Conditions:

Ambient Temp:20+/-15oC

Relative Humidity:65+/-20%

If there may be any doubt on the result,

measurement shall be made within the following limits:

Ambient Temp:25+/-5oC

Relative Humidity:75+/-10%

[ Z ] impedance Z v.s Frequency Curve

100

[Z]

10 R

XL

1

0 10

100 1000

Frequency (MHz)

Size Code & Package Quantity:

JIS CODE

1005

1608

201209

201211

3216

3225

4532

EIA CODE

0402

0603

0805

0805

1206

1210

1812

PCS / REEL

10000

4000

4000

3000

3000

2500

1000

REEL / BOX

5

5

5

5

5

5

5

GOTREND Technology Co., Ltd. TEL:886-2-82526199 FAX:886-2-82526534

http://www.gotrend.com.tw E.mail: [email protected]
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	GBD201209PGB121N	Multilayer Ferrite Chip Bead	
GOTREND





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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