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SHINDENGEN

Super Fast Recovery Rectifiers

SF20LC30

OUTLINE DIMENSIONS

Case : FTO-220

300V 20A

Dual

Unit : mm

RATINGS

œAbsolute Maximum Ratings (If not specified Tc=25Ž)

Item Symbol

Conditions

Storage Temperature

Tstg

Operating Junction Temperature

Tj

Maximum Reverse Voltage

VRM

Average Rectified Forward Current

IO 50Hz sine wave, R-load, Rating for each diode Io/2, Tc=112Ž

Peak Surge Forward Current

IFSM 50Hz sine wave, Non-repetitive 1 cycle peak value, Tj=25Ž

Dielectric Strength

Vdis Terminals to case, AC 1 minute

Mounting Torque

TOR (Recommended torqueF0.3N¥m)

œElectrical Characteristics (If not specified Tc=25Ž)

Item Symbol

Conditions

Forward Voltage

VF IF=10A, Pulse measurement, Rating of per diode

Reverse Current

IR VR=VRM, Pulse measurement, Rating of per diode

Reverse Recovery Time

trr IF=0.5A,@ IR=1A,@ Rating of per diode

Total Gate Charge

CJ f=1MHz, VR=10V,@ Rating of per diode

Thermal Resistance

Æjc junction to case

Ratings
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	F20LC30	SF20LC30	
Shindengen





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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