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CONTELEC - Singleturn Potentiometers


	Numéro de référence	PD214-4B-MB	
	
	
	

	Description	Singleturn Potentiometers
	Fabricant	 CONTELEC　
	Logo	　
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CONTELEC

Singleturn Potentiometers

PD200/210

ψ20.0mm

100,000 cycles

Wirewound

Features

Immersion proof and washable

Excellent resolution

Good Linearity

High life expectancy

Stable long-term behavior

Options

Shaft length up to 50 mm

Flattened shaft

Other shafts according to drawings

(rimmed, notched, toothed, etc.)

Pilot diameter

Flattened bushing

Index point

Increased torque

Mechanical Data

Diameter

Shaft diameter

Life expectancy

Life expectancy

Max. torque

Electrical Data

Nominal resistance R

Resistance tolerance

Linearity

Maximum wiper current

Power rating

Maximum supply voltage

Maximum contact resistance

Temperature coefficient

Dielectric strength

Insulating resistance

Environmental Conditions

Storage temperature range

Operating temperature range

Climatic rating

Protection rating

Vibration

Shock

Material

Housing

Shaft

Connections

20.0 mm

6.0 mm

100,000 cycle

10,000 cycles with higher torque

0.6 Ncm

100…10KΩ

+/- 5%

+/-0.4%

100mA

2W/40℃

Umax = (P×R)-1/2

ENR 100Ω

40 ppm/℃

1500VAC/1min

10GΩ at 500VDC

-55…+125℃

-55…+125℃

55/125/56

IP67

10G (30-2,000 Hz, 0.75mm)

50G (half sine pulse, 7ms)

Plastic

Brass nickel plated

Brass gold plated
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	PD214-4B-MB	Singleturn Potentiometers	
CONTELEC





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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