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FERRITE CHIP BEADS

Z0 SERIES

1. PART NO. EXPRESSION :

Z0K121-RB-10

(a)(b)(c) (d) (e)(f) (g)

(a) Series code

(b) Dimension code

(c) Material code

(d) Impedance code : 470 = 47ȍ

2. CONFIGURATION & DIMENSIONS :

A

D

(e) R : Reel

(f) Current : C = 300mA

(g) : 10 : RoHS Compliant

11 ~ 99 : Internal controlled number

B

Unit:m/m

ABCD

0.60±0.03 0.30±0.03 0.30±0.03 0.15±0.05

3. SCHEMATIC :

4. MATERIALS :

ba

Ag(100%)

Ni(100%)-1.5um(min.)

Sn(100%)-3.0um(min.)

(a) Body : Ferrite

(b) Termination : Ag/Ni/Sn

5. GENERAL SPECIFICATION :

a) Temp. rise : 30°C Max.

b) Rated current : Base on temp. rise

c) Storage temp. : -55°C to +125°C

d) Operating temp. : -55°C to +125°C ( include self-temp. rise )

e) Resistance to solder heat : 260°C.10secs
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NOTE : Specifications subject to change without notice. Please check our website for latest information.
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	Z0M220-RE-10	FERRITE CHIP BEADS	
Superworld Electronics
	Z0M220-RE-11	FERRITE CHIP BEADS	
Superworld Electronics





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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