


	










	
    











MM3Z8V2 fiches techniques PDF

MDD - 200mW Surface Mount Zener Diode


	Numéro de référence	MM3Z8V2	
	
	
	

	Description	200mW Surface Mount Zener Diode
	Fabricant	 MDD　
	Logo	　
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MM3Z2V4-MM3Z75

200mW Surface Mount Zener Diode

FEATURES

z Standard zener breakdown voltage

range 2.4V-75V

z Steady state power rating of 200mW

Pb

Lead-free

APPLICATIONS

z Zener diode

z Ultra-small surface mount package

SOD-323

ORDERING INFORMATION

Type No.

Marking

MM3Z2V4-MM3Z75

See table 2

Package Code

SOD-323

MAXIMUM RATING @ Ta=25℃ unless otherwise specified

Characteristic

Symbol

Value

Forward Voltage

@ IF=10mA

VF

0.9

Power Dissipation

Thermal resistance,junction to ambient air

Pd

RθjA

200

635

Junction temperature

Tj 150

Storage temperature range

Tstg -65 to+150

Unit

V

mW

℃/W

℃

℃
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	MM3Z8V2	Surface mount Zener Diodes	
Diotec
	MM3Z8V2	Surface mount Zener Diodes	
SeCoS
	MM3Z8V2	Zener Diode ( Rectifier )	
EIC
	MM3Z8V2	Surface Mount Zener Diodes	
WEITRON





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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