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UNISONIC TECHNOLOGIES CO., LTD

U74LV00

QUADRUPLE 2-INPUT

NAND GATE

CMOS IC

 DESCRIPTION

The U74LV00 is designed for 2V to 5.5V VCC operation.

The U74LV00 provides the function Y=A  B or Y=A  B in

positive logic.

The device is fully specified for partial-power-down applications

using Ioff. The Ioff circuitry disables the outputs, preventing damaging

current backflow through the devices when it is powered down.

 FEATURES

* 2V to 5.5V VCC Operation

* Max tPD of 6.5ns at 5V

* Typical VOLP (Output Ground Bounce)<0.8V at VCC=3.3V,TA=25°C

* Typical VOHV (output VOH Undershoot)>2.3V at VCC=3.3V,TA=25°C

* Support Mixed-Mode Voltage Operation on All Ports

* Ioff Supports Partial-Power-Down Mode Operation

 ORDERING INFORMATION

Ordering Number

Lead Free

Halogen Free

U74LV00L-P14-T

U74LV00G-P14-T

U74LV00L-P14-R

U74LV00G-P14-R

Package

TSSOP-14

TSSOP-14

Packing

Tube

Tape Reel
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	U74LV00	QUADRUPLE 2-INPUT NAND GATE	
Unisonic Technologies





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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