


	










	
    











PD400N8 fiches techniques PDF

Nihon Inter Electronics - Diode ( Rectifier )


	Numéro de référence	PD400N8	
	
	
	

	Description	Diode ( Rectifier )
	Fabricant	 Nihon Inter Electronics　
	Logo	　
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	 	No Preview Available !








PC400N8

PD400N8

Parameter

Repetitive Peak Reverse Voltage

Non Repetitive Peak Reverse Voltage

*1

*1

Symbol

VRRM

VRSM

PC400N8 PD400N8

800

900

Grade

Unit

V

V

Parameter

Average Rectified

Output Current

RMS Forward Current

Surge Forward Current

I Squared t

*1

*1

*1

*1

Operating Junction

Temperature Range

Storage Temperature Range

Isolation Voltage

Mounting

Torque

Mounting

Terminal

Symbol

Io (AV)

180

Half Sine Wave

Conditions

Tc=105

IF(RMS)

IFSM

I2t

50Hz

1

Half Sine Wave, 1Pulse, Non-Repetitive

2 10ms

Tjw

Tstg

Viso

AC 1

Terminal to Base, AC 1min.

Greased

M6

M8

Max.Rated Value

400

Unit

A

630

8000

320000

A

A

A2

-40 +150

-40 +125

2500

2.5 3.5

9.0 10.0

V

Nm

Nm

Parameter

Peak Reverse Current

Peak Forward Voltage

Thermal Resistance

Thermal Resistance

Approximate Weight

*1

*1

*1

*1

Symbol

IRM

VFM

Rth(j-c)

Rth(c-f)

960g

Tj=150

Conditions

VRM=VRRM

Tj= 25 IFM=1300A

Junction to Case

-

Case to Fin, Greased

*1

Maximum Value

30

1.35

0.08

0.05

Value Per 1 Arm.

Unit

mA

V

/W

/W
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	PD400N16	Diode ( Rectifier )	
Nihon Inter Electronics
	PD400N8	Diode ( Rectifier )	
Nihon Inter Electronics





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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