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Superior high Flux for High Voltage System

Acrich MJT– 4040 Series

SAW09H0A

Product Data Sheet

SAW09H0A - Acrich MJT 4040

LM-80 RoHS

Product Brief

Description

• The MJT series of LEDs are designed

for AC & DC(High Voltage) operation

and high flux output applications.

• MJT’s thermal management

performance exceeds other power LED

solutions by incorporating state-of-the-

art SMD design and use of specialized

thermal emission material.

• MJT is an ideal light source for general

purpose illumination applications.

Table 1. Product Selection Table

Part Number

SAW09H0A

SAW09H0A

SAW09H0A

Color

Cool White

Neutral White

Warm White

Features and Benefits

• Multi Junction Technology chips

for high voltage operation

• 64V typical forward voltage @20mA

• Dimension : 4.0x4.0x2.2mm

• SMT solderable

Key Applications

• Architectural

• Retail Display

• Commercial

• Industrial - High/Low bay

• Outdoor area - Street & tunnel light

• parking light

• Off-grid

• Safety & Security

CCT

Min.

4700K

3700K

3200K

Typ.

5600K

4200K

3500K

Max.

7000K

4700K

3700K
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	SAW09H0A	LED	
Seoul Semiconductor





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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