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MCC - Zener Diode


	Numéro de référence	AZ23C6V2	
	
	
	

	Description	Zener Diode
	Fabricant	 MCC　
	Logo	　
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AZ23C2V7

THRU

AZ23C51

Features

Á Dual zeners in common anode configuration.

Á 300mW power dissipation rating.

Á Ideally suited for automatic insertion.

300 mW

Zener Diode

2.7 to 51 Volts

Á Ƹvz for both diodes in one case is İ5%.

Á Case Material: Molded Plastic. UL Flammability .

Classification Rating 94V-0 and MSL Rating 1

A

D

CB

Absolute Maximum Ratings

Symbol

PD

RthJA

TSTG

Parameter

Power dissipation

Thermal Resistance, Junction to Ambient Air

Storage Temperature Range

Rating

300

417

-65 to +175

*Pin Configuration - Top View

FE

Unit

mW

oC/W

oC

G HJ

K

INCHES

DIM MIN

A .110

B .083

C .047

D .035

E .070

F .018

G .0005

H .035

J .003

K .015

L .007

DIMENSIONS

MAX

.120

.098

.055

.041

.081

.024

.0039

.044

.007

.020

.020

MM

MIN

2.80

2.10

1.20

.89

1.78

.45

.013

.89

.085

.37

.20

MAX

3.04

2.64

1.40

1.03

2.05

.60

.100

1.12

.180

.51

.50

L

NOTE
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	AZ23C6V2	300mW DUAL SURFACE MOUNT ZENER DIODE	
Diodes Incorporated
	AZ23C6V2	300 mW Dual Surface Mount Zener Diodes	
Vishay Telefunken
	AZ23C6V2	Zener Diode / Rectifier	
JCET
	AZ23C6V2	Dual SMD Zener Diode	
Taiwan Semiconductor





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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