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WEJ - Diode ( Rectifier )


	Numéro de référence	MA153	
	
	
	

	Description	Diode ( Rectifier )
	Fabricant	 WEJ　
	Logo	　
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RoHS

MA153 A

ABSOLUTE MAXIMUM RATINGS at Ta=25

Characteristic

Symbol Rating

DReverse Voltage

MA153

MA153A

VR

40

80

TPeak Repetitive

.,LReverse Voltage

MA153

MA153A

40

VRM

80

Junction Temperature

Tj 150

Storage Temperature

Tstg -55-150

Unit

Vdc

V

Package:SOT-23

OELECTRICAL CHARACTERISTICS at Ta=25

CCharacteristic

Symbol Min Max Unit Test Conditions

Reverse Current

ICForward Voltage

NReverse Voltage

MA153

MA153A

MA153

MA153A

0.1 VR=40V

IR

uA

0.1 VR=75V

VF 1.2 V IF=100mA

40

VR 80

IR=100uA

V

Diode Capacitance

OReverse Recovery Time

CT

Trr(2,3)

5 PF VR=0 f=1.0MHz

150 nS IF=10mA to IRR=1.0mA

VR=6.0V RL=100

TRTrr(1,3)

9

IF=10mA to IRR=1.0mA

VR=6.0V RL=100

CDEVICE MARKING:

MA153=MC

WEJ ELEMA153A=MP

WEJ ELECTRONIC CO. Http:// www.wej.cn E-mail:[email protected]
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	MA15-120	(MA15-120 / MA15-200) HIGH VOLTAGE SILICON RECTIFIERS	
ETC
	MA15-200	(MA15-120 / MA15-200) HIGH VOLTAGE SILICON RECTIFIERS	
ETC
	MA150	Silicon epitaxial planar type	
Panasonic
	MA150	Fast Switching Rectifiers	
WEJ





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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