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Vishay - Schottky Rectifier ( Diode )


	Numéro de référence	VS-81CNQ035APbF	
	
	
	

	Description	Schottky Rectifier ( Diode )
	Fabricant	 Vishay　
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VS-81CNQ...A PbF Series

Vishay High Power Products

Schottky Rectifier

New Generation 3 D-61 Package, 2 x 40 A
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PRODUCT SUMMARY
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2 x 40 A

35 V to 45 V

FEATURES

• 175 °C TJ operation

• Center tap module

• Low forward voltage drop

• High frequency operation

• High purity, high temperature epoxy encapsulation for

enhanced mechanical strength and moisture resistance

• Guard ring for enhanced ruggedness and long term

reliability

• New fully transfer-mold low profile, small footprint, high

current package

• Through-hole versions are currently available for use in

lead (Pb)-free applications (“PbF” suffix)

• Compliant to RoHS directive 2002/95/EC

• Designed and qualified for industrial level

DESCRIPTION

The center tap Schottky rectifier module has been optimized

for low reverse leakage at high temperature. The proprietary

barrier technology allows for reliable operation up to 175 °C

junction temperature. Typical applications are in switching

power supplies, converters, freewheeling diodes, and

reverse battery protection.

MAJOR RATINGS AND CHARACTERISTICS

SYMBOL

CHARACTERISTICS
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Rectangular waveform
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IFSM

tp = 5 μs sine

VF 40 Apk, TJ = 125 °C (per leg)
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VOLTAGE RATINGS

PARAMETER

Maximum DC reverse voltage

Maximum working peak reverse voltage

SYMBOL

VR

VRWM

VS-81CNQ035APbF

35
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* Pb containing terminations are not RoHS compliant, exemptions may apply
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	VS-81CNQ035APbF	Schottky Rectifier ( Diode )	
Vishay





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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