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Pan Jit International - IN-LINE GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER


	Numéro de référence	GBL404	
	
	
	

	Description	IN-LINE GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER
	Fabricant	 Pan Jit International　
	Logo	　
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DATA SHEET

GBL400~GBL408

IN-LINE GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER

VOLTAGE 50 to 800 Volts CURRENT 4.0 Ampere

GBL

Recongnized File #E228882

FEATURES

• Plastic material has Underwriters Laboratory

Flammability Classification 94V-O

• Ideal for printed circuit board

• Reliable low cost construction utilizing molded plastic

technique

• Both normal and Pb free product are available :

Normal : 80~95% Sn, 5~20% Pb

Pb free: 98.5% Sn above

MECHANICALDATA

Terminals: Leads solderable per MIL-STD-202,

Method 208

Mounting position: Any

Weight: 0.2 ounce, 5.6 grams.

C .098(2.5)
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.050(1.25)

.040(1.04)
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.192(4.88)

.208(5.28)

.192(4.88)

Unit: inch (mm)

.146(3.70)

.129(3.30)

.040(1.0)

.023(0.6)

.208(5.28)

.192(4.88)

.024(0.6)

.015(0.4)

MAXIMUM RATINGSAND ELECTRICALCHARACTERISTICS

Rating at 25°Cambient temperature unless otherwise specified.

PA R A M E TE R

M a xim um R e curre nt P e a k R e ve rse V o lta g e

S Y M B O L G B L 4 0 0 G B L 4 0 1 G B L 4 0 2 G B L 4 0 4 G B L 4 0 6 G B L 4 0 8 U N IT S

V RRM 50 100 200 400 600 800 V

M a xim um R M S B rid g e Inp ut V o lta g e

VRM S

35

70 140 280 420 560 V

M a xim um D C B lo cking V o lta g e

VDC

M a xim um A ve ra g e F o rw a rd T C = 5 0 O C

R e ctifie d O utp ut C urre nt a t T J= 4 0 O C

P e a k F o rw a rd S urg e C urre nt sing le sine -w a ve

sup e rim p o se d o n ra te d lo a d (JE D E C m e tho d )

IA V

IF S M

I2t R a ting fo r fusing ( t< 8 .3 m s)

I2 t

M a xim um Insta nta ne o us F o rw a rd V o lta g e D ro p p e r e le m e nt a t

2 .0 A

VF

Typ ica l Junctio n C a p a cita nce p e r L e g (N o te 1 )

CJ

M a xim um R e ve rse L e a ka g e C urre nt a t R a te d @ T A = 2 5 O C

D c B lo cking V o lta g e @ T A = 1 0 0 O C

Typ ica l T he rm a l R e sista nce p e r le g (N o te 2 )

(N o te 3 )

IR

R θJA

R θJL

O p e ra ting Junctio n a nd S to ra g e Te m p e ra ture R a ng e

T J,T S TG
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25 pF

uA

O C /W
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NOTES:

1. Mounted at 1.0MHz and applied reverse voltage of 4.0 Volts.

2.Units Mounted in free air, no heatsink, P.C.B at 0.375” (9.5mm) lead length and 0.5X0.5” (12X12mm) copper pads.

3.Units Mounted 3.0 X 3.0 X 0.11” thick (7.5 X 7.5 X 0.3 cm) AL plate.
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	GBL400	IN-LINE MINIATURE SINGLE PHASE SILICON BRIDGE RECTIFIER(VOLTAGE - 50 to 800 Volts CURRENT - 4.0 Amperes)	
Pan Jit International Inc.
	GBL400	IN-LINE GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER	
Pan Jit International
	GBL4005	Single Phase 4.0 AMPS. Glass Passivated Bridge Rectifiers	
GOOD ELECTRONIC
	GBL4005	Single Phase 4.0 AMPS. Glass Passivated Bridge Rectifiers	
Topdiode





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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