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SeCoS - Sealed Glass Zener Voltage Regulators


	Numéro de référence	BZV55C7V5	
	
	
	

	Description	Sealed Glass Zener Voltage Regulators
	Fabricant	 SeCoS　
	Logo	　
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Elektronische Bauelemente

BZV55C Series

500 mW

Sealed Glass Zener Voltage Regulators

RoHS Compliant Product

A suffix of “-C” specifies halogen & lead-free

FEATURES

z Zener Voltage Range 2.0 to 75 Volts

z Mini-MELF Package

z Surface Device Type Mounting

z Hermetically Sealed Glass

z Compression Bonded Construction

z All External Surfaces Are Corrosion Resistant And

Terminals Are Readily Solderable

z Matte Tin (Sn) Terminal Finish

z Color band Indicates Negative Polarity

PACKAGING INFORMATION

Weight: 0.0307 grams (Approximate)

SOD-80 (Mini-MELF)

BC

AC

REF.

A

B

C

Millimeter

Min. Max.

3.30 3.70

1.40 1.60

0.28 0.50

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

(Rating 25°C ambient temperature unless otherwise specified)

PARAMETER

SYMBOL

VALUE

UNITS

Power Dissipation

Operating Junction and Storage Temperature Range

PD 500 mW

TJ, TSTG

+175, -65~175

℃

*These ratings are limiting values above which the serviceability of the diode may be impaired.
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Fiche technique recommandé

	No	Description détaillée	Fabricant
	BZV55C7V5	500mW ZENER DIODES	
SENSITRON
	BZV55C7V5	SURFACE MOUNT SILICON ZENER DIODE 0.5 WATT/ 2.4 THRU 75 VOLTS  5ANCE	
Central Semiconductor Corp
	BZV55C7V5	Zener Diode ( Rectifier )	
Compensated Deuices Incorporated
	BZV55C7V5	SILIICON PLANAR ZENER DIODES	
CDIL





	US18650VTC5A	Lithium-Ion Battery
	
Sony
	TSPC106	PCI Bus Bridge Memory Controller
	
ATMEL
	TP9380	NPN SILICON RF POWER TRANSISTOR
	
Advanced Semiconductor
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